Embrittlement of ADI by contact with liquids: Influence of alloy content and preventive methods
Boeri, R.E., Martínez, R.A.

Limitations for current production in *Geobacter sulfurreducens* biofilms

Segmentation and 3D reconstruction of microbial biofilms
Bouchet, A., Pastore, J.I., Di Meglio, L., Robuschi, L., Ballarin, V.

Mineralization and efficiency in the homogeneous Fenton Orange G oxidation
Doumic, L.I., Haure, P.M., Cassanello, M.C., Ayude, M.A.
2013. *Applied Catalysis B: Environmental*, 142-143 pp. 214 – 221.

Characterization of the austemperability of partially austenitized ductile iron
Fernandino, D.O., Massone, J.M., Boeri, R.E.
Effect of cellulose microcrystalline particles on properties of cement based composites
Gómez Hoyos, C., Cristia, E., Vázquez, A.

Surface modification of titanium by anodic oxidation in phosphoric acid at low potentials. Part 1. Structure, electronic properties and thickness of the anodic films
Gomez Sanchez, A., Schreiner, W., Duffó, G., Ceré, S.

Thermal annealing as an easy tool for the controlled arrangement of gold nanoparticles in block-copolymer thin films
Ledo-Suárez, A., Hoppe, C.E., Lazzari, M., Arturo Lopez Quintela, M., Zucchi, I.A
2013 Nanotechnology, 24 (25), art. no. 255304
A short review on novel biocomposites based on plant oil precursors
Mosiewicki, M.A., Aranguren, M.I.

A comparative study of the effect of different rigid fillers on the fracture and failure behavior of polypropylene based composites
Pérez, E., Alvarez, V., Pérez, C.J., Bernal, C.